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1. INTRODUCTION

Merci de votre confiance et soutien en choisissant notre rafraichisseur d’air.

Veuillez bien lire ce manuel d’instructions avant utilisation.

Le rafraichisseur d’air est doté de la technologie de rafraichissement par évaporation la plus avancée. Cela

rendra votre vie plus facile et plus confortable.

2. ATTENTION

1) Doit étre installé dans un endroit sec et bien ventilé pour assurer un apport maximal en air frais.

2) Le rodage de I’appareil lors de la premiére mise en route. Assurez-vous que le courant électrique
correspond au voltage marqué sur le produit.

3) Gardez a distance de toute source inflammable en assemblant ou utilisant cet appareil.

4) Assurez-vous que le voltage est dans une marge de +/- 10V, au risque d’endommager I’appareil.

5) Gardez le contrdleur et les lignes de controle éloignées des appareils a forte interférence
¢lectromagnétiques. Il est recommandé de ne pas disposer ces appareils sur la méme ligne électrique.

6) Merci d’éteindre I’appareil s’il pleut ou si le temps est orageux. Dans le cas contraire, le compresseur
risque d’absorber de I’humidité, pouvant impacter a terme, le fonctionnement optimal de 1’appareil.

7) Veuillez vous assurer que I’installation électrique dispose d’une prise de terre, pour éviter tout risque de
choc électrique.

8) Cet appareil n’est pas destiné a étre utilisé par des personnes (enfants compris) ayant des capacités
physiques, sensorielles, ou mentales réduites ainsi qu’un manque de connaissance ou d’expérience, a
moins qu’elles ne soient surveillées ou que I'utilisation de cet appareil ne leur a été expliquées par une
personne responsable de leur sécurité. Les enfants ne doivent en aucun cas jouer avec 1’appareil.

9) Si le cordon d’alimentation est endommagé, il doit étre remplacé par le fabricant, son service d’entretien

ou par des personnes qualifiées pour éviter tout accident.




3. INSPECTION ET PREPARATION AVANT ASSEMBLAGE

1) Veuillez ouvrir le panneau latéral pour vérifier les pieces et les paramétres techniques (le manuel
d’instructions). Si les piéces sont incomplétes ou cassées, laissez-les tel quel et informez-nous ou le
distributeur

2) Vérifiez si le courant électrique est le méme que celui mentionné sur le produit : 230 +/-10V

3) Veuillez vous assurer que I’eau est propre avec une pression hydraulique réguliere, 0,2-0,6MPa (1,5-
6kgf/em?).

4) Une valve est nécessaire prés du tuyau d’entrée d’eau du rafraichisseur d’air, et un connecteur de tuyau
supplémentaire est nécessaire pour le nettoyage.

5) Un bouton de protection anti-suralimentation et anti-fuite doit étre ajouté sur le circuit de test pour

protéger la partie électrique du rafraichisseur d’air.

4. GUIDE POUR L’INSTALLATION ET LA DESINSTALLATION DE LA BASE

Pic 1 Pic 2

1) Prenez deux kits d’armature assemblée (Pic 1)
2) Utilisez des vis ST5x25 pour stabiliser I’armature en bas du récipient a eau et verrouillez les vis avec un

tournevis Philips. Veuillez préter attention au trou du récipient comme sur Pic 2.




5. GUIDE POUR L’INSTALLATION ET DESINSTALLATION DU PANNEAU LATERAL

Pic 3

1) Desserrez 8 vis avec un tournevis, comme sur Pic 3
2) Soulevez deux piéces d’écran a poussiére et le panneau latéral, puis retirez le panneau latéral (pic 4).

3) Pour installer, suivre la procédure a I’envers.




6. GUIDE POUR AJOUTER DE L’EAU ET DRAINER

Pic 5 Pic 6 Pic 7

Ajouter de I’eau :

1) Retirer le bouchon en pic 5
2) Ajouter I’eau

Drainer:

Ouvrir la valve
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Sy L—im~ #HE 4

Dﬁ FUSiC:AZHIVAC
| — |
i el s EEme=
o = |7 =
N e O~ 00 O |:||




8. INSPECTION ET RODAGE AVANT UTILISATION

1) Vérifiez que I’appareil est & niveau.

2) Vérifiez que le tuyau de drainage est assemblé

3) Vérifiez que I’installation de 1’eau pour étre siir de ne pas avoir de fuite.
4) Vérifiez le niveau d’eau dans le réservoir.

5) Vérifiez que la connexion électrique est conforme

6) Vérifiez I’assemblage et la connexion électrique

7) Vérifiez qu’il n’y a pas d’objet étranger dans le réservoir

8) Vérifiez qu’il n’y a pas d’objet étranger dans le compresseur a air.
9) Vérifiez I’état du courant électrique

10) Vérifiez que le courant électrique est conforme au produit

11) Vérifiez qu’il n’y a aucune vibration en utilisant le produit.




9. GUIDE D’UTILISATION

Présentation de 1’écran de controle LCD.
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Présentation des fonctions de la télécommande

J

1) @ ON/OFF : Démarre ou arréte le produit
2) SPEED : Modifie le flux d’air
3) @& COOL : Change en mode frais. DRAIN : démarre ou stop le drainage d’eau

4) & Réserver

@OH®O
®O®

5) & SWING : Démarre ou stop le pivotement

{

6) ® TIMER : Démarre la fonction minuterie

7) @ Réservé

Instructions
Veuillez vous assurer que les lignes ¢lectriques sont branchées correctement.
1) ON/OFF

Pressez ce bouton pour démarrer ’appareil. A la premiere utilisation, le mode « cool » est au niveau 2. Le

flux d’air sera inscrit sous L (faible), M (moyen), H (fort).
Pressez ce bouton pour éteindre 1’appareil.
2) Ajustement du flux d’air

Appuyez sur « Airflow » sur le panneau LCD ou « airflow - » ou « airflow+ » sur la télécommande pour

augmenter ou réduire le flux d’air.

3) Mode




Appuyez sur le bouton « COOL » que le panneau LCD, le mode sera modifiable en « COOL » ou «
VENTILATION ».

Quand I’appareil est en marche, passez en mode « COOL », il sera forcé de fonctionner pendant 30
secondes a la vitesse la plus basse puis reviendra a la vitesse que vous avez sélectionnée. Cela n’impactera

pas la vitesse affichée sur I’écran LCD.
4) SWING

Le bouton « SWING » sera allumé quand vous appuierez dessus. Ce bouton contrdle le pivotement du

produit.

5) La touche « ANION » permet la production d’ions négatifs pour un air sain et apaisant.
6) TIMER

« TIMER » regle le démarrage ou I’arrét de ’appareil apres X heures.

«H x » (« x » signifie I’heure que vous sélectionnez) sera inscrit sur I’indicateur de température pendant le

réglage. L affichage de la température reprendra par la suite.

« TIMER » clignotera en appuyant sur le bouton et vous pouvez changer I’heure en appuyant sur le bouton

« AIRFLOW », le maximum étant 9 heures.

COMMENT ANNULER LE TIMER:
a. Réglez I’heure 00.
b. Appuyez sur « ON/OFF » quand « TIMER » clignote pendant le réglage.

c. Appuyez sur « ON/OFF » apres que le « TIMER » soit effectif.




10. NETTOYAGE ET ENTRETIEN

Veuillez avant tout, éteindre I’ appareil.

1) Nettoyage de la coque plastique : utiliser un nettoyant léger avec un chiffon doux. NE PAS UTILISER
de liquides tels que 1’essence ou de 1’alcool.

2) Nettoyage du tampon humide : Enlever le tampon et brosser sa surface avec une brosse a poils souples.
3) Nettoyage du réservoir a eau : Régler I’heure et la fréquence selon le manuel d’instruction en cas de
nettoyage automatique. Retirer la prise de drainage et le nettoyer en cas de nettoyage manuel.

4) Entretien:

a. Nous conseillons de nettoyer le tampon humide une fois toutes les 2 semaines.

b. Nous conseillons de drainer ’eau tous les jours.

c. En cas de non utilisation prolongée, veuillez éteindre 1’appareil et le drainer et ajouter le filet pour éviter

I’infiltration de poussiere et de moustiques.

11. IDENTIFICATION DE PROBLEMES

No. Probleme Raison Solution

Hors tension ou connexion Allumer ou vérifier les branchements

électrique incorrecte

Télécommande défectueuse Remplacer la piéce défectueuse

1 Le rafraichisseur d'air
ne fonctionne pas

Fusible grillé

Remplacer la piece défectueuse

Carte mere défectueuse

Remplacer la piece défectueuse

Pompe cassée

Remplacer la piece défectueuse

Pas de Pas assez d’eau En rajouter
2 rafraichissement de L
oo e bouton « COOL » de la N B
Cair télécommande est défectueux Remplacer la pigce défectueuse
Carte mére défectueuse Remplacer la piece défectueuse
Bouton de la télécommande -y 4
p Remplacer la piéce défectueuse
o défectueux
3 Pas de courant d’air
Moteur cassé Remplacer la piece défectueuse
Eau sale Remplacer par de eau propre
4 Mauvaise odeur
Tampon sale Nettoyer




Note : Le tableau ci-dessus est pour informati /! Si les proble rencontrés ne sont pas
présents dans le tableau, merci de nous contacter ou de contacter un technicien qualifié pour une
inspection plus approfondie.

NE PAS OUVRIR OU REPARER cet appareil vous-méme.

12. PARAMETRES TECHNIQUES

Flux d’air maximum (m3/h) 8.000 Type ventilateur Axial
Pression (Pa) 80 Vitesses 3
Puissance (kW) 0,38 Bruit (dBA) <62

Poids total en cours . B )
dutilisation (k) 117 Capacité du réservoir (L) 57
f - (685+30) X640 % 100 . .
Dimensions tampons (mm) (685+30) X 200X 50 Dimensions totales (mm) 800 480x 1380

RAPPEL :

- Ne pas mettre la main dans la trappe de remplissage en eau pendant le fonctionnement. Ne pas introduire
les doigts dans la face avant.

- Ne jamais débrancher le rafraichisseur de la source de courant pour arréter son fonctionnement.

- Utiliser impérativement de 1’eau pure pour remplir le réservoir.

- Réserver un espace d’au moins 50 cm autour du rafraichisseur.

- Ne pas installer I’appareil a c6t¢ d’une source de chaleur.

- Toujours bloquer les roulettes lors du fonctionnement de 1’appareil.

- Ne pas utiliser le rafraichisseur dans des licux contenant des gaz explosifs, combustibles ou corrosifs, ou
des poussiéres conductrices.

- Ne pas déplacer I’appareil pendant 1'utilisation.

- Pour éviter tout risque de décharge électrique, ne pas nettoyer le rafraichisseur en jetant directement de

I’eau sur les composants




CORRECTE DISPOSITION DE CE PRODUIT

Ce symbole indique que ce produit ne peut étre jeté avec d’autres déchets ménagers
4 lintérieur de [Union Européenne.

Pour éviter d’éventuels dégats sur environnement ou sur la santé

humaine et promouvoir la réutilisation des ressources matérielles, recyclez ce produit.
Pour retourner votre appareil usagé, merci d'utiliser les systémes de retour et

de ramassage ou de contacter 'enseigne ol a été acheté le produit.

Un brevet a été déposé pour ce produit. Toute personne le copiant sera poursuivie.
Nous nous gardons le droit de poursuivre toute personne réimprimant ce document.
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1. FOREWORD

Thank you for your trust and support for choosing our Evaporative Air Cooler!

Please read this manual carefully before using it.

The Evaporative Air Cooler comes with the Most Advanced evaporative cooling technology and the
Modern management. It will make your life easier and more comfortable.

2. ATTENTION

1. Must be installed in well-ventilated and dry place to ensure 100% fresh air can be bring in.

2. Enough air exhaust is a Must to run the cooler. (3600m*/h airflow requires up to 0.8m2 of exhaust area
when natural exhausting and the exhaust capacity should not less than 85% of airflow when mechanical
exhausting.) Mechanical can be combined with the natural exhaust.

3. Debugging the cooler when the first running. Ensure that the operating current at the rated current range.
4. Keep away any source of fire when assembling or operating the cooler.

5. Ensure the supply voltage is within the rated +/-10V range, otherwise it will break the cooler such as
cannot start the cooler or start and stop frequently.

6. Keep the wall controller and the control lines away from strongly EMI (such as the equipment with
frequency speed controller, SCR temperature and speed controller, high frequency heating circuit or super
high power motor etc). It is better not to keep them at the same line of power lines, if you have to, then
make sure the distance between them is more than 30cm.

7. Please power OFF the cooler while it is raining or thundering. otherwise the air compressor will absorb
moisture.

8. The appliance must be fitted with means for disconnection from the supply mains having a contact
separation in all poles that provide full disconnection under over voltage category III conditions, and these
means must be incorporated in the fixed wiring in accordance with the wiring rules.

9. Please make sure that the unit and power connection have good earthing , otherwise may cause electrical
shock.

10. This appliance is not intended for use by persons (including children) with reduced physical, sensory or
mental capabilities, or lack of experience and knowledge, unless they have been given supervision or
instruction concerning use of the appliance by a person responsible for their safety. Children should be
supervised to ensure that they do not play with the appliance.

11. If the supply cord is damaged, it must be replaced by the manufacturer, its service agent or similarly
qualified persons in order to avoid a hazard.




3. INSPECTION AND PREPARATION BEFORE ASSEMBLING

1. Please open the side panel to check the parts and the technical parameters(the manual), if the parts are
incomplete or breakage, Leave it as it is .and inform us or the distributor.

2. Check if the supply voltage is same as the rated one and the supply frequency same as rated one. Make
the voltage is 230+/- 10V.

3. Make sure the water is clean with a steady hydraulic pressure, 0.2~0.6MPa(1.5~6kgf/cm2)

4. A globe-valve is needed near the intake hose, and an extra hose connector is needed for cleaning.

5. Over-current and leakage protection switch should be added on the feed circuit, to protect the cooler, the
wire net, and the safety of people.

4. GUIDE FOR INSTALLATION AND UNINSTALL OF TRUCKLES AND HORSE

AN

v

Pic1 Pic 2

1. Take two sets of assembled frames as Pic 1
2. Use ST5%25 bolts to stable the assembled frame to the bottom of the water tank. And lock the bolt
closely with Phillips screwdriver. Please pay attention to the hole at the tank while installation, as Pic 2.

5. GUIDE FOR INSTALLATION AND UNINSTALL OF SIDE PANEL

Pic 3




1. Loose 8 bolts with cross screwdriver, as Pic 3.
2. Pull up 2 pieces of dust screens and the side panel, then pull out the side panel and take it out, as Pic 4.
3. Please install as the contrary step as above.

6. GUIDE FOR ADD WATER AND DRAIN

Pic 5 Pic 6 Pic 7

Add water:

1. pull out the affusion hole, as pic 5;

2. add water from this hole, as pic 6.

Drain:

Open the valve cover wither shins, also close it clockwise after drain, as pic 7.
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8. INSPECTION AND DEBUGGING BEFORE RUNNING

Check the levelness when assembling cooler.
. Check if drain pipe has been assembled.
. Check the water supply to be sure there is no leakage.
. Debug the water level in the water tank.

1.

2

3

4

5. Check if the power supply connection is correct.

6. Check if the assembling and connection of the power control are correct.
7. Check if there is litter in the water tank.

8. Check if there is foreign matter in the air compressor.

9. Check if the power supply and the voltage are normal.

10. Check if the running electrical current is in the rated range.

11. Check if there is any shake when running the cooler.

9. GUIDE FOR OPERATIO

4 Introduction of the LCD controller

Remote
receiver

Show | | Show

Show || SPEED | [ oN/OFF
airflow

Water

Show Show
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timer swing Show anion cooling

@ Introduction of the function of the button on the remote controller

]

1)@ ON/OFF :Start the cooler in stand-by state or stop.

2) SPEED: Change the airflow for the conversion from low speed,mid speed and high speed,the
rank is 1-2-3-1.

3) @ COOL:Switch to cool mode. DRAIN:start or stop draining water

4) @ Reserved.

5)(2) SWING: Start or stop swing.

6) @ TIMER: Start timing function.

7) @ Reserved.
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4 Operating introduction

Please ensure the power lines are connected correctly before using!

1) ON/OFF

Press this button under the state of stand-by, then it will start running. The mode and the airflow will be the
same as the last state when you power off it. The speed is at 2 speed and the cool function is ON when you
power it at first time. The airflow will be showed at the range of L, M, H from left to right dynamically.
Press this button while the cooler is operation, it will stop and only the temperature will be showed on it.
2) Airflow adjustable

Press “airflow” button on the LCD controller or “airflow+” and “airflow-“ on the remote controller to add
or decrease it. It can be changed from L-M-H-L-M-H... and that will be showed on the “airflow indicator”
3) Mode

Press “COOL” button on the LCD controller, the mode will be changed by COOL-VENTILATION-
COOL...

When the cooler is start or operating, switch to COOL mode, it will be forced to run for 30s in the lowest
speed and then come back to the speed you have set before, it will not affect the speed displays on the
remote LED screen.

4) SWING

The “SWING” button will be lighted on when pressing the “swing” button on the LCD controller or
remote controller, it controls the switch of swing function

5) TIMER

“Timer” set to start or stop the air cooler automatically after N hours later. It is set by the hour. It will start
the air cooler automatically in the stand-by state and stop it automatically when it is running during the
time is arrived.

“H x” (“x” means the time you set) will be showed on the temperature indicator during the time is setting,
and the temperature will be showed again on it after the timer takes effective.

The “TIMER” will be flickering when pressing the button and you can change the time by pressing the
“AIRFLOW?”, 9 hours is the maximum.

The timer will be working automatically after 5 seconds when you finish setting and the “TIMER” will be
lasting lighted on.

How to cancel the time set:

a. Set the time 00.

b. Press the “ON/OFF” button when the “TIMER” flickering during setting.

c. Press the “ON/OFF” button after the timer takes effective.

10. CLEAN AND MAINTAINING

Please Power OFF the cooler before cleaning,

1) Shell Cleaning: please clean with mild cleaner and the soft cloth. Evaporable liquor such as gas or
alcohol is NOT allowed.

2) Wet pad cleaning: take out the pad and brush the dust on its surface with SOFT brusher.

3) Water tank cleaning: Set the time and frequency according to manual when automatically cleaned.
Take out the plug of drainage outlet and clean it when manual cleaned.




4) Maintenance :

a. We advise to clean the wet pad once per two weeks to ensure the cooling effection.

b. We advise that please drain the water everyday and do the cleanout for tank to keep the fresh air.

c. If there would be a long time no using the air cooler, please power off and drain all the water, and add
the net to avoid the dust or ice to prevent it from being damaged and the mosquito breeding.

11. TROUBLE SHOOTING

NO. Problem Reason Solution

Power off or incorrect power Power on or check and connect

connection power correctly
1 Air cooler does not work Controller breakdown Replace it
Fuse burnt Replace it
Electrical mainboard is broken Replace it
The pump is broken Replace it
No water or not enough water Add it
2 No cooling

The cool key on the controller is broken

Replace the controller

Electrical mainboard is broken

Replace it

The key on the controller is broken

Replace the controller

3 No airflow -
The motor is broken Replace it
Dirty water Change it to clean water
4 Unpleasant odour
Dirty cooling pad Clean it
Notice:

1. The above is only for your reference, if the problems can not be found in the table, please contact us or
a qualified technician for further inspection.
2. Do NOT open and repair the unit by yourself.

12. TECHNICAL PARAMETERS

MAX Airflow (m*/h) 8000 Fan Type Axial
Pressure (Pa) 80 Speed 3
Power (kW) 0.38 Noise (dBA) <62
Operating Weight(kg) 117 Water Store(L) 57
; ; (685+30) X640 100 ; :
Pads Dimension(mm) (685+30)% 200X 50 Overall Dimension(mm) 800 480x1380




Health and freshl

CORRECT DISPOSAL OF THIS PRODUCT

This marking indicates that this product should not be disposed with other household
wastes throughout the EU.

To prevent possible harm to the environment or human health from uncontrolled waste
disposal, recycle it responsibly to promote the sustainable reuse of material resources.
To return your used device, please use the return and collection systems or contact the
retailer where the product was purchased.

_ They can take this product for environmental safe recycling.

The product has applied for the patent, anyone who copies will be investigated into law responsibility!
Tell the world: All copyright reserved,

we preserve the right to pursue legal actions against any unit or individual who may reprint.

All rightes reserved for ch ing the design of products,

if anything changes, we may not keep you informed as soon as possible. Sorry for any inconvenience.




	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	页 12
	页 13
	页 14
	页 15
	页 16
	页 17
	页 18
	页 19
	页 20
	页 21
	页 22

